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Packing and gaskets

7.3.3.7 NACE Packing

Spring-loaded V-ring packing made of PTFE-carbon conforming
to NACE standard. Suitable for sour gas/sour water.

Form Standard

For valve materials

Material according to the applications.

DN 15to 50

DN 65 to 80

DN 100 to 150

DN 200/250

DN 200/250

Normal cover

Normal cover

Normal cover,

Normal cover,

Bellows seal

Insulating section Insulating section

DN 15to 80
Insulating section
or bellows seal
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PN 16 to 40 - Class 125 to 150

NACE Packing

Form Standard DN 15t0 50/80 65to 80 100 to 150 200/250 200 to 250
NPS | ‘2to 1% 2t0 4 5t06 8 10 to 20

Item Description Quantity | Quantity | Quantity Quantity Quantity

1 |Spring (Hastelloy) 1 1 1 1 1

2 PTFE (V-ring) 1 1 1 - -

3 | Sealing ring (Alchem) - - - 2 2

4 | Sealing ring (Univerdit) - - - 5 5

5 |Washer 1 2 1 1 1

6 Bushing - 1 - - 2

Temperatures: —10 °C to +220 °C pH value:

Description: DN 15 to DN 250 self-adjusting, spring-loaded PTFE V-ring packing or
with sealingring (Alchem).

Figure 7.3.3.7.-1: NACE Packing Form Standard for Valve Series 3240
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